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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

Hygienic Switches Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

Hygienic Switches Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

Safety Switches 20A - 125A
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

Safety Switches 20A - 125A
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

Corrosion Resistant Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

Corrosion Resistant Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

Stainless Steel Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

Outdoor Safety and Isolation Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

Weatherproof and Dust-Tight Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

Stainless Steel Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

Outdoor Safety and Isolation Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

Weatherproof and Dust-Tight Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

EMC Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

EMC Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 100A - 125A · Hygienic BKP Series

UL 98 and UL 508 Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 100A up 125A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 20A - 25A - 40A · Hygienic BKP Series

UL 98 and UL 508 Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 20A up 40A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

Hygienic Switches Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

Switches Disconnectors 125A - 250A
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

Safety Switches 20A - 125A
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

Corrosion Resistant Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

Stainless Steel Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

Outdoor Safety and Isolation Switches
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...



[image: Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · iHATHOR][image: iHATHOR]

Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

Weatherproof and Dust-Tight Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

EMC Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 125A - 150A - 200A - 250A · Hygienic H0 Series

UL 98 and UL 508 Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

Enclosed Safety Switches 1000A - 1800A
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

Hygienic Switches Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

Corrosion Resistant Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

Stainless Steel Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

Outdoor Safety and Isolation Switches
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

Weatherproof and Dust-Tight Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

EMC Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 1000A - 1250A - 1600A - 1800A · Hygienic H3 Series

UL 98 and UL 508 Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

Hygienic Switches Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

Corrosion Resistant Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

Switches Disconnectors 500A - 800A
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

Stainless Steel Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

Outdoor Safety and Isolation Switches
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

Weatherproof and Dust-Tight Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

EMC Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 500A - 630A - 800A · Hygienic H2 Series

UL 98 and UL 508 Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

Hygienic Switches Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.



[image: Hygienic Enclosed Safety Isolators 63A - 80A · iHATHOR][image: iHATHOR]

Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

Safety Switches 20A - 125A
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

Corrosion Resistant Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

Stainless Steel Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

Outdoor Safety and Isolation Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

Weatherproof and Dust-Tight Disconnectors
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

EMC Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 63A - 80A · Hygienic BKP Series

UL 98 and UL 508 Safety Switches
iHATHOR enclosed hygienic safety isolators available in a wide range of currents from 63A up 80A. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety switches with food processing systems.
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

Hygienic Switches Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

Corrosion Resistant Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

Safety Switches 315A - 400A
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

Stainless Steel Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

Outdoor Safety and Isolation Switches
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

Weatherproof and Dust-Tight Disconnectors
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

EMC Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Hygienic Enclosed Safety Isolators 315A - 400A · Hygienic H1 Series

UL 98 and UL 508 Safety Switches
Enclosed hygienic safety isolators on-load Hygienic H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Is ideal for food handling facilities (clean rooms) or manufacturing processes which requires a high degree of hygiene. The European Hygienic Engineering & Design Group (EHEDG) has certified the compatibility of the safety...
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

Switches Disconnectors 125A - 250A
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

Safety Switches 20A - 125A
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.



[image: Ex Enclosed Switch Disconnector · iHATHOR][image: iHATHOR]

Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

Switches Disconnectors 125A - 250A
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

Safety Switches 20A - 125A
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

Corrosion Resistant Disconnectors
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.
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Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

Corrosion Resistant Disconnectors
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

IECEx Safety and Isolation Switches
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.
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Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

IECEx Safety and Isolation Switches
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

Stainless Steel Safety Switches
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

Outdoor Safety and Isolation Switches
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

Weatherproof and Dust-Tight Disconnectors
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.
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Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

Stainless Steel Safety Switches
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

Outdoor Safety and Isolation Switches
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

Weatherproof and Dust-Tight Disconnectors
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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Ex Enclosed Safety Switch · ATEX & IECEx SERIES

Atex Safety and Isolation Switches
Atex e IECEx enclosed isolation switch with lid secured quickly by quarter turn of captive screw, available in currents 25A, 40A, 80A and 180A. Allows work with a machine to safely maintain, clean and overhaul it as long as the switch is in the OFF position.The switch is protected by a stainless steel AISI 316L enclosure, waterproof, antirust and with IP66 protection degree. It has a protection “Ex e” and “Ex d”, which allows use in zones with a high explosion risk.
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Ex Enclosed Switch Disconnector · ATEX & IECEx SERIES

Atex Safety and Isolation Switches
Ex enclosed switch disconnector the enclosure has a hinged door, with door lock, made in stainless steel grade AISI 304L available in currents 25A, 40A, 80A and 180A. The enclosure has a hinged door, with door lock. The cover is interlocked, and can not be opened when switch is on.Suitable for outdoor and indoor use. The cable entries are of knock out types....
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EMC Switch Disconnector 100A - 125A · EMC BKP SERIES

Safety Switches 20A - 125A
iHATHOR switch disconnectors available in a wide range of currents from 100A up 125A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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EMC Switch Disconnector 20A - 25A - 40A · EMC BKP SERIES

Safety Switches 20A - 125A
iHATHOR switch disconnectors available in a wide range of currents from 20A up 40A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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Switch Disconnector 100A - 125A · BKP SERIES

Safety Switches 20A - 125A
iHATHOR switch disconnectors available in a wide range of currents from 100A and 125A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 20A - 25A - 40A · BKP SERIES

Safety Switches 20A - 125A
iHATHOR disconnectors available in 20A, 25A and 40A currents. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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EMC Switch Disconnector 100A - 125A · EMC BKP SERIES

Corrosion Resistant Disconnectors
iHATHOR switch disconnectors available in a wide range of currents from 100A up 125A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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EMC Switch Disconnector 20A - 25A - 40A · EMC BKP SERIES

Corrosion Resistant Disconnectors
iHATHOR switch disconnectors available in a wide range of currents from 20A up 40A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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Switch Disconnector 100A - 125A · BKP SERIES

Corrosion Resistant Disconnectors
iHATHOR switch disconnectors available in a wide range of currents from 100A and 125A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 20A - 25A - 40A · BKP SERIES

Corrosion Resistant Disconnectors
iHATHOR disconnectors available in 20A, 25A and 40A currents. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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EMC Switch Disconnector 100A - 125A · EMC BKP SERIES

Stainless Steel Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 100A up 125A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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EMC Switch Disconnector 20A - 25A - 40A · EMC BKP SERIES

Stainless Steel Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 20A up 40A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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Switch Disconnector 100A - 125A · BKP SERIES

Stainless Steel Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 100A and 125A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 100A - 125A · BKP SERIES

Outdoor Safety and Isolation Switches
iHATHOR switch disconnectors available in a wide range of currents from 100A and 125A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 100A - 125A · BKP SERIES

Weatherproof and Dust-Tight Disconnectors
iHATHOR switch disconnectors available in a wide range of currents from 100A and 125A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 20A - 25A - 40A · BKP SERIES

Stainless Steel Safety Switches
iHATHOR disconnectors available in 20A, 25A and 40A currents. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 20A - 25A - 40A · BKP SERIES

Outdoor Safety and Isolation Switches
iHATHOR disconnectors available in 20A, 25A and 40A currents. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 20A - 25A - 40A · BKP SERIES

Weatherproof and Dust-Tight Disconnectors
iHATHOR disconnectors available in 20A, 25A and 40A currents. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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EMC Switch Disconnector 100A - 125A · EMC BKP SERIES

EMC Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 100A up 125A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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EMC Switch Disconnector 20A - 25A - 40A · EMC BKP SERIES

EMC Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 20A up 40A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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Switch Disconnector 100A - 125A · BKP SERIES

EMC Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 100A and 125A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.



[image: Switch Disconnector 20A - 25A - 40A · iHATHOR][image: iHATHOR]

Switch Disconnector 20A - 25A - 40A · BKP SERIES

EMC Safety Switches
iHATHOR disconnectors available in 20A, 25A and 40A currents. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 100A - 125A · BKP SERIES

UL 98 and UL 508 Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 100A and 125A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Switch Disconnector 20A - 25A - 40A · BKP SERIES

UL 98 and UL 508 Safety Switches
iHATHOR disconnectors available in 20A, 25A and 40A currents. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Safety Switch 1000A - 1250A - 1600A - 1800A · H3 Series

Enclosed Safety Switches 1000A - 1800A
Safety switch on-load H3 Series, are available in 1000A, 1250A, 1600A and 1800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Safety Switch 125A - 150A - 200A - 250A · EMC H0 Series

Switches Disconnectors 125A - 250A
Switch disconnectors on-load EMC H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Safety Switch 125A - 150A - 200A - 250A · H0 Series

Switches Disconnectors 125A - 250A
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 125A - 150A - 200A - 250A · H0 Series

Safety Switches 20A - 125A
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Safety Switch 125A - 150A - 200A - 250A · EMC H0 Series

Corrosion Resistant Disconnectors
Switch disconnectors on-load EMC H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Safety Switch 1000A - 1250A - 1600A - 1800A · H3 Series

Corrosion Resistant Disconnectors
Safety switch on-load H3 Series, are available in 1000A, 1250A, 1600A and 1800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 



[image: Safety Switch 125A - 150A - 200A - 250A · iHATHOR][image: iHATHOR]

Safety Switch 125A - 150A - 200A - 250A · H0 Series

Corrosion Resistant Disconnectors
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Safety Switch 125A - 150A - 200A - 250A · EMC H0 Series

Stainless Steel Safety Switches
Switch disconnectors on-load EMC H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Safety Switch 1000A - 1250A - 1600A - 1800A · H3 Series

Stainless Steel Safety Switches
Safety switch on-load H3 Series, are available in 1000A, 1250A, 1600A and 1800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 1000A - 1250A - 1600A - 1800A · H3 Series

Outdoor Safety and Isolation Switches
Safety switch on-load H3 Series, are available in 1000A, 1250A, 1600A and 1800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 1000A - 1250A - 1600A - 1800A · H3 Series

Weatherproof and Dust-Tight Disconnectors
Safety switch on-load H3 Series, are available in 1000A, 1250A, 1600A and 1800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 125A - 150A - 200A - 250A · H0 Series

Stainless Steel Safety Switches
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 125A - 150A - 200A - 250A · H0 Series

Outdoor Safety and Isolation Switches
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 125A - 150A - 200A - 250A · H0 Series

Weatherproof and Dust-Tight Disconnectors
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Safety Switch 125A - 150A - 200A - 250A · EMC H0 Series

EMC Safety Switches
Switch disconnectors on-load EMC H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Safety Switch 1000A - 1250A - 1600A - 1800A · H3 Series

EMC Safety Switches
Safety switch on-load H3 Series, are available in 1000A, 1250A, 1600A and 1800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 125A - 150A - 200A - 250A · H0 Series

EMC Safety Switches
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 1000A - 1250A - 1600A - 1800A · H3 Series

UL 98 and UL 508 Safety Switches
Safety switch on-load H3 Series, are available in 1000A, 1250A, 1600A and 1800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Safety Switch 125A - 150A - 200A - 250A · H0 Series

UL 98 and UL 508 Safety Switches
Switch disconnectors on-load H0 Series, are available from 125A for 250A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Safety Switch 1000A - 1250A - 1600A - 1800A · EMC H3 Series

Enclosed Safety Switches 1000A - 1800A
Switch disconnectors on-load EMC H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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EMC Safety Switch 1000A - 1250A - 1600A - 1800A · EMC H3 Series

Corrosion Resistant Disconnectors
Switch disconnectors on-load EMC H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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EMC Safety Switch 1000A - 1250A - 1600A - 1800A · EMC H3 Series

Stainless Steel Safety Switches
Switch disconnectors on-load EMC H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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EMC Safety Switch 1000A - 1250A - 1600A - 1800A · EMC H3 Series

EMC Safety Switches
Switch disconnectors on-load EMC H3 Series, are available from 1000A for 1800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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EMC Switch Disconnector 500A - 630A - 800A · EMC H2 Series

Corrosion Resistant Disconnectors
Switch disconnectors on-load EMC H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Switch Disconnector 500A - 630A - 800A · H2 Series

Corrosion Resistant Disconnectors
Switch disconnectors on-load H2 Series, are available in 500A, 630A and 800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Switch Disconnector 500A - 630A - 800A · EMC H2 Series

Switches Disconnectors 500A - 800A
Switch disconnectors on-load EMC H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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EMC Switch Disconnector 500A - 630A - 800A · EMC H2 Series

Stainless Steel Safety Switches
Switch disconnectors on-load EMC H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Switch Disconnector 500A - 630A - 800A · H2 Series

Switches Disconnectors 500A - 800A
Switch disconnectors on-load H2 Series, are available in 500A, 630A and 800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Switch Disconnector 500A - 630A - 800A · H2 Series

Stainless Steel Safety Switches
Switch disconnectors on-load H2 Series, are available in 500A, 630A and 800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Switch Disconnector 500A - 630A - 800A · H2 Series

Outdoor Safety and Isolation Switches
Switch disconnectors on-load H2 Series, are available in 500A, 630A and 800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Switch Disconnector 500A - 630A - 800A · H2 Series

Weatherproof and Dust-Tight Disconnectors
Switch disconnectors on-load H2 Series, are available in 500A, 630A and 800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Switch Disconnector 500A - 630A - 800A · EMC H2 Series

EMC Safety Switches
Switch disconnectors on-load EMC H2 Series, are available from 500A for 800A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Switch Disconnector 500A - 630A - 800A · H2 Series

EMC Safety Switches
Switch disconnectors on-load H2 Series, are available in 500A, 630A and 800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Switch Disconnector 500A - 630A - 800A · H2 Series

UL 98 and UL 508 Safety Switches
Switch disconnectors on-load H2 Series, are available in 500A, 630A and 800A currents, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Safety Switch 63A - 80A · EMC BKP SERIES

Safety Switches 20A - 125A
iHATHOR switch disconnectors available in a wide range of currents from 63A up 80A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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EMC Safety Switch 63A - 80A · EMC BKP SERIES

Corrosion Resistant Disconnectors
iHATHOR switch disconnectors available in a wide range of currents from 63A up 80A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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EMC Safety Switch 63A - 80A · EMC BKP SERIES

Stainless Steel Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 63A up 80A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 
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EMC Safety Switch 63A - 80A · EMC BKP SERIES

EMC Safety Switches
iHATHOR switch disconnectors available in a wide range of currents from 63A up 80A. EMC BKP Series has been designed according to standard IEC/EN60947-3 and 2014/30/UE for its use in low voltage civil and industrial installations and electromagnetic environment; also are certificated to UL 508 for use as manual motor controllers. 



[image: Safety Switch 63A - 80A · iHATHOR][image: iHATHOR]

Safety Switch 63A - 80A · BKP SERIES

Safety Switches 20A - 125A
iHATHOR safety switch available in a wide range of currents from 63A and 80A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Safety Switch 63A - 80A · BKP SERIES

Corrosion Resistant Disconnectors
iHATHOR safety switch available in a wide range of currents from 63A and 80A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Safety Switch 63A - 80A · BKP SERIES

Stainless Steel Safety Switches
iHATHOR safety switch available in a wide range of currents from 63A and 80A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Safety Switch 63A - 80A · BKP SERIES

Outdoor Safety and Isolation Switches
iHATHOR safety switch available in a wide range of currents from 63A and 80A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Safety Switch 63A - 80A · BKP SERIES

Weatherproof and Dust-Tight Disconnectors
iHATHOR safety switch available in a wide range of currents from 63A and 80A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Safety Switch 63A - 80A · BKP SERIES

EMC Safety Switches
iHATHOR safety switch available in a wide range of currents from 63A and 80A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Safety Switch 63A - 80A · BKP SERIES

UL 98 and UL 508 Safety Switches
iHATHOR safety switch available in a wide range of currents from 63A and 80A. BKP Series has been designed according to standard IEC/EN60947-3 for its use in low voltage civil and industrial installations and are certificated to UL 508 for use as manual motor controllers.
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Ex GRP Switch Disconnector · ATEX & IECEx SERIES

Switches Disconnectors 125A - 250A
The GRP Enclosed Switch Disconnector are made of glass fibre reinforced polyester “Ex e”, available in currents 16A, 25A, 40A, 80A and 180A....
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Ex GRP Switch Disconnector · ATEX & IECEx SERIES

Safety Switches 20A - 125A
The GRP Enclosed Switch Disconnector are made of glass fibre reinforced polyester “Ex e”, available in currents 16A, 25A, 40A, 80A and 180A....
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Ex GRP Switch Disconnector · ATEX & IECEx SERIES

IECEx Safety and Isolation Switches
The GRP Enclosed Switch Disconnector are made of glass fibre reinforced polyester “Ex e”, available in currents 16A, 25A, 40A, 80A and 180A....
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Ex GRP Switch Disconnector · ATEX & IECEx SERIES

Outdoor Safety and Isolation Switches
The GRP Enclosed Switch Disconnector are made of glass fibre reinforced polyester “Ex e”, available in currents 16A, 25A, 40A, 80A and 180A....
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Ex GRP Switch Disconnector · ATEX & IECEx SERIES

Weatherproof and Dust-Tight Disconnectors
The GRP Enclosed Switch Disconnector are made of glass fibre reinforced polyester “Ex e”, available in currents 16A, 25A, 40A, 80A and 180A....
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Ex GRP Switch Disconnector · ATEX & IECEx SERIES

Atex Safety and Isolation Switches
The GRP Enclosed Switch Disconnector are made of glass fibre reinforced polyester “Ex e”, available in currents 16A, 25A, 40A, 80A and 180A....
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EMC Switch Disconnector 315A - 400A · EMC H1 Series

Corrosion Resistant Disconnectors
Switch disconnectors on-load EMC H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Switch Disconnector 315A - 400A · H1 Series

Corrosion Resistant Disconnectors
Disconnectors on-load H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Cable Glands for Atex Areas

Cable Glands
Atex e IECEx cable glands, plugs and adapters polyamide, nickel plated and stainless steel IP66 - IP68 are used for passing, holding and compressing cables between two compartments such as Ex safety switches, Ex junction boxes and enclosures or devices requiring sealing against dust or gas.
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Cable Glands for Safe Areas

Cable Glands
IP68 cable glands and plugs in multiple materials: stainless steel AISI 304 and AISI 316, nickel-plated brass, polyamide,... These cable glands are designed for strict adherence to global specifications UL, CE, TÜV and EMC.
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EMC Switch Disconnector 315A - 400A · EMC H1 Series

Safety Switches 315A - 400A
Switch disconnectors on-load EMC H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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EMC Switch Disconnector 315A - 400A · EMC H1 Series

Stainless Steel Safety Switches
Switch disconnectors on-load EMC H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Switch Disconnector 315A - 400A · H1 Series

Safety Switches 315A - 400A
Disconnectors on-load H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Switch Disconnector 315A - 400A · H1 Series

Stainless Steel Safety Switches
Disconnectors on-load H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Switch Disconnector 315A - 400A · H1 Series

Outdoor Safety and Isolation Switches
Disconnectors on-load H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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Switch Disconnector 315A - 400A · H1 Series

Weatherproof and Dust-Tight Disconnectors
Disconnectors on-load H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 
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EMC Switch Disconnector 315A - 400A · EMC H1 Series

EMC Safety Switches
Switch disconnectors on-load EMC H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA; uninterrupted duties in extreme tropic and polar conditions, as well electromagnetic environment.
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Switch Disconnector 315A - 400A · H1 Series

EMC Safety Switches
Disconnectors on-load H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 



[image: Switch Disconnector 315A - 400A · iHATHOR][image: iHATHOR]

Switch Disconnector 315A - 400A · H1 Series

UL 98 and UL 508 Safety Switches
Disconnectors on-load H1 Series, are available from 315A for 400A, versions under request on order. Rated breaking current of up to 8 times the rated operational current, with ability to establish and support short circuit currents up to 100kA. Uninterrupted duties in extreme tropic and polar conditions, as well as the polluted environment of any industrial process. 







Successful Cases
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Algeria
Mers el-Kébir “The Great Harbor”

Mers el Kebir is a port on the Mediterranean Sea near Oran, northwest Algeria. The name of the...
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Egypt
Fertiliser Plant

A new fertiliser plant for Egypt prompts a project in which Atex Delvalle has contributed its...







[image: Projects · iHATHOR]

Do you have a special project?
Consulting & Engineering Solutions
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2024 product catalogues
Download Zone
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Paso el Prao 6
01320 · Oyón, Spain
INFORMATION AND ORDERS
+34 945 601 381
 

The manufacture of iHATOR safety switches, isolation switches and switches disconnectors is done with the most advanced technical methods and with the precision and consciousness of a craftsman and this makes a difference with our competitors and is the best way to make our customers trust us.

In iHATOR we bear in mind that customers perceive the quality and security very clearly. Therefore, it is not an accident that our company has been present in the market for more than 45 years: it is the result of hard work and efforts by many people.
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